
EXCITING NEW SAWMILL!

The Logosol 

Woodworker’s Mill
Custom Designed Just for You! 

Mill Your Own Wood
Call Toll Free 

877-564-6765
The Woodworker’s Mill comes with the
Logosol 30 day guarantee: During the 30
day trial period if you are not happy with

your sawmill for any reason just call us. We
will pick it up and refund 100% of your

money including all shipping costs.

WARNING:
Cutting your own lumber can be habit

forming.. .It’s FUN!
Woodworkers have unique needs when it
comes to milling lumber. This new sawmill
from Logosol gives you the capability to
control your project from the raw log to the
finished product.

The Woodworker's Mill is capable of
quartersawing, resawing, cutting curved
lumber, bookmatching, cutting perfect bowl
blanks and more. Plus it’s fun to use!

This new sawmill deals specifically with logs
that are 4-8 ft long — logs that fit easily into
the back of a pick-up truck.

Milling your own logs will not only save you
money on lumber — you can earn money by
milling custom lumber for others. For
information on how to get free logs, see
“Obtaining Free Logs” on back.

(See Features and Specifications on back)

Woodworker’s Mill shown with optional chainsaw. (see back)

Woodworker Chaz
Smith says:
“The Woodworker's mill is sim-
ply great!  It's a quality product,
easy to set up, and simple to
use. It's light, highly portable,
and easy to store in limited
space. With it I can cut a vari-
ety of wood which would not be
available commercially. I have

found unusual species, and very interesting grain pat-
terns, and what's more, because I cut it, I can keep the
boards sorted for matching grain, or color. Unlike other
chain saw mills the Woodworker’s Mill  doesn't require
back breaking effort to push it through the log. Because
of the design of the mill, initial squaring of the log is
quick and easy, requiring no external jigs or 2 X 4 rails.
The boards are uniform with a very good surface finish,
similar to or better than commercially available rough
sawn lumber. Because of it's speed and ease of use,
this mill will pay for itself in no time! “ 

— Chaz Smith, Altoona, Pennsylvania



Woodworker’s Mill Features

Easy Maintenance
The Woodworkers Mill  is rustproof – all
parts are weather resistant. The sawmill
is constructed out of anodized aluminum,
stainless steel bolts, and nylon slides.

Ergonomic Design
This mill is designed with the operator in
mind. Everything is at the right height for
operation without back strain.

Strong Construction
Made of anodized extruded aluminum,
this mill is extremely strong for it’s size,
easily supporting and lifting over ten
times its weight.

Lightweight
The Woodworker’s Mill weighs only 85
pounds. It is easily transported to the site
by trailer or in the back of a truck, or eas-
ily moved to the tree for on-site milling.

Safe to Operate
The chain pulls the wood against the
bed, firmly holding it in place while
cutting.

Independent Log Bed Suspension
Provides the ability to produce tapered
cuts and angle cuts.

Smooth Cuts
The surface of the lumber cut with the
Woodworker’s Mill is so smooth that it can
be finished with a belt sander. And with
the ease of log handling and positioning
using the independent log bed suspen-
sion, you can maximize the cutting of the
log to produce the best lumber.

Unique Low Profile Ripping Chain
Easy to sharpen ripping chain has a nar-
row 1/4" kerf. Life span is approximately
3000 b.f. of lumber.

Cuts all Diameter of Logs
The low profile chain is available in 16".
20", and 25" cutting lengths, and even
longer bars with larger chains can be
added to handle those extra large logs.
Logs too large to place on the sawmill can
be cut by mounting the sawmill to the log.

Expandable to all log lengths
Extensions are available to easily add the
necessary length to process longer logs.

Woodworker’s Mill Specifications

WEIGHT: 85 lbs. without chainsaw

HEIGHT: 40 "

LENGTH: 9'

WIDTH: 50"

DISTANCE BETWEEN LOG BEDS: 44" on center

MAX. DIAMETER LOG: 36"

MAX. LENGTH LOG: 8' 3"

MATERIAL: Constructed of anodized extruded aluminum

RECOMMENDED CHAIN SAW: Husqvarna 385XP

ELECTRIC CHAIN SAW: Logosol E-5000 (3 phase)  E-4400 (Single phase)  

CHAIN AND BARS: special low-profile ripping gear

TWO YEAR WARRANTY: On the sawmill and saw. If your saw or sawmill
breaks within two years of purchase, Logosol will repair it, or provide
parts for you to repair it, FREE of charge. This warranty does not cover
cutting equipment such as chains, bars and sprockets.

100% MONEY BACK GUARANTEE: If you are not satisfied with the per-
formance of this mill within 30 days of purchase, we will pay the shipping
back to Logosol and refund all of your money.

Logosol Inc.
P.O. Box 660, Madison MS 39130

601-856-1889

Call Toll Free: 877-564-6765
www.logosol.com

OBTAINING FREE LOGS

Resources (usable logs) are available free in your community.
Call your local tree trimmers, parks dept. and city arborist for
a start. Many times, tree trimming professionals will deliver
logs to you, free of charge, that they have removed from city
streets or private premises simply to get rid of them. Pulp
wood purchasers are another source and will often sell valu-
able logs for a very good price. 

Sawmills will often sell short or unique logs for a fraction of
their value. Its easy to find yourself with too many logs, and
you will discover that specifying your needs to the tree trim-
ming professionals works the best. Tell them specifically what
kind of wood you are looking for and that you will purchase
any logs of those types when they become available. 

The more people you talk to, the more resources will become
available to you, and sometimes, show up on your doorstep!


